Boiler furnace can be expanded in pace 
with increased heating requirements

If the heating requirements on a property increased, it has previously been necessary to replace an otherwise well functioning boiler furnace in order to attain a higher heat output.
Liagro A/S will now launch a new boiler furnace that can be expanded in accordance with requirements. The unit is also equipped with a new type of control and a burner head that provides greater efficiency and has a quick shift function and easier adjustment.
This innovative modular Benekov S-serie with rotating burner head will be presented as a three-star New Product exhibit at Agromek-livestock in Herning, Denmark during the period 24th to 28th November 2009. 

The new S-serie is suitable for stoking with wood chips, wood pellets, grain, etc. The heat exchanger system is modular so that it can be expanded from 90 kW to a maximum output of 270 kW. This facilitates adaptation to changes in heating requirements on the property. 

The burner head is equipped with a rotating collar that is driven by the stoker conveyor’s axle. The collar continuously removes sand, ash and slag from the combustion zone. The new quick shift burner can be removed or installed in only one minute. 

Linux-based stoker control

Another three-star New Product exhibit from Liagro A/S at Agromek-livestock is the Benekov BBS Linux-based control. 

It automatically logs onto the factory server and can thus acquire new software and new settings for new fuels from the internet. It also facilitates the factory being able to remote monitor the system and thus to provide protective service. An integrated memory function automatically saves operating data for periods of up to five years. 

The system also effectuates a fuel type dependent, oxygen control. For example, with wood pellets, the system regulates the fan to 20 percent and the stoker conveyor to 80 percent. With slow burning fuels, such as grain, the fan is regulated to 80 percent and the stoker conveyor to 20 percent. A total of nine fuels have different values in the memory function.

___________________________________________________________________________

Photo: Click here and attain direct access to download product photograph.


Caption:
The boiler furnaces have rotating burner head collars and are modular so that they can be expanded in step with increasing heat requirements.
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